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TABLE 1
DIMENSIONS AND TOLERANCES (IN INCHES) OF SPIGOTS

AND BARRELS FOR NO-HUB PIPE AND FITTINGS

 Inside Outside Outside Width Thickness Gasket
 Barrel Diameter Diameter Spigot of Positioning
 Diameter Barrel Spigot Bead Barrel Lug
 Size    N   
  B J M (± .13) T-Nom. T-Min. W
 11⁄2 1.50 ± .09 1.90 ± .06 1.96 ± .06 .25 .16 .13 1.13
 2 1.96 ± .09 2.35 ± .09 2.41 ± .09 .25 .16 .13 1.13
 3 2.96 ± .09 3.35 ± .09 3.41 ± .09 .25 .16 .13 1.13
 4 3.94 ± .09 4.38 + .09 4.44 ± .09 .31 .19 .15 1.13
    – .05
 5 4.94 ± .09 5.30 + .09 5.36 ± .09 .31 .19 .15 1.50
    – .05
 6 5.94 ± .09 6.30 + .09 6.36 ± .09 .31 .19 .15 1.50
    – .05
 8 7.94 ± .13 8.38 ± .09 8.44 ± .09 .31 .23 .17 2.00
 10 10.00 ± .13 10.56 ± .09 10.62 ± .09 .31 .28 .22 2.00
 12 11.94 ± .09 12.50 ± .13 12.62 ± .13 .31 .28 .22 2.75
 15 15.11 ± .09 15.83 ± .13 16.12 ± .13 .31 .36 .30 2.75

TEN FOOT PIPE BUNDLES
NO-HUB PIPE

 Size Pieces Weight Height
 
 11⁄2”  x 10’ 72 2052 12”
 2” x 10’ 54 1906 11”
 3” x 10’ 36 1944 14”
 4” x 10’ 27 1922 17”
 5” x 10’ 24 2342 20”
 6” x 10’ 18 2120 23”
 8” x 10’ 8 1367 22”
 10” x 10’ 6 1528 26”
 12” x 10’ 6 1908 29”
 15” x 10’ 2 985 19”
Weights are approximate and are for shipping purposes only.
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